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ITEM DECORATION

PARTS LIST:

A

B

C

D

1

2

3

4

5

MATERIAL LIST

E

F

Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RAV0029

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT: DESIGN LOAD:

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 05/16/16 TL BS

INITIAL DRAWING

REVISION HISTORY:

RITEAID

WHITE

7 OF 19

RITEAID
30” X 172 5/16” SF NL

CHANNEL LETTERS

.150 WHITE PLASTIC

5" ALUMINUM RETURNSFRONT VIEW

PAINT TO MATCH PMS 424

.150 White polycarbonate faces (Groove face side
of lexan faces to ensure face side is facing out)

(2) 1/4” Weep holes w/ internal light baffle

.063 pre-finished Black/White aluminum backs

Anchors as required. (See hardware chart.)

Building facade.

Detail of Channel Letters

SIDE VIEW

5” X .040 aluminum letter coil painted pms 424
letter locked to aluminum letter backs

A

30 “

172 5/16”

REQUIRED INFO: METHOD OF SERVICE IS REMOVAL OF FACE

NON-ILLUMINATED

5”

3/8” x 1 1/4” F- Trim painted pms 424

1



ITEM DECORATION

PARTS LIST:

A

B

C

D

1

2

3

4

5

MATERIAL LIST

E

F

Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RAV0030

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT: DESIGN LOAD:

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 05/16/16 TL BS

INITIAL DRAWING

REVISION HISTORY:

RITEAID

WHITE

A 8 OF 19

ARLON 2500-2283 RED

ARLON 2500-2870 BLUE

RITEAID
36” X 48 1/8” SF NL

CHANNEL LETTER

.150 WHITE PLASTIC

5" ALUMINUM RETURNS

FRONT VIEW

36 “

41 1/8”

REQUIRED INFO: METHOD OF SERVICE IS REMOVAL OF FACE

NON-ILLUMINATED

.150 White polycarbonate faces (Groove face side
of lexan faces to ensure face side is facing out)

(2) 1/4” Weep holes w/ internal light baffle

.063 pre-finished Black/White aluminum backs

Anchors as required. (See hardware chart.)

Building facade.

Detail of Channel Letters

SIDE VIEW

5” X .040 aluminum letter coil painted pms 424
letter locked to aluminum letter backs

5”

3/8” x 1 1/4” F- Trim painted pms 424

PAINT TO MATCH PMS 424

2



COVERS PHARMACY LETTERS ONLY

TEMPORARY WHITE BANNER COVERS QTY:2

COVERS MUST BE OPAQUE.

PART #: RA0214CVR

26”

170”

Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RAV0031

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT: DESIGN LOAD:

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 05/16/16 TL BS

INITIAL DRAWING

REVISION HISTORY:

RITEAID

A 9 OF 19

RITEAID
20” X  161 11/16”

SF NL CHANNEL LETTERS

FRONT VIEW

2
0
”

(1
'-
8
")

SCALE 1:17
22.46 SF

161 11/16” (13’-5 11/16”)

REQUIRED INFO: METHOD OF SERVICE IS REMOVAL OF FACE

NON-ILLUMINATED

ITEM DECORATION

PARTS LIST:

A

B

C

D

1

2

3

4

5

MATERIAL LIST

E

F

WHITE

.150 WHITE PLASTIC

5" ALUMINUM RETURNS

PAINT TO MATCH PMS 424

.150 White polycarbonate faces (Groove face side
of lexan faces to ensure face side is facing out)

(2) 1/4” Weep holes w/ internal light baffle

.063 pre-finished Black/White aluminum backs

Anchors as required. (See hardware chart.)

Building facade.

Detail of Channel Letters

SIDE VIEW

5” X .040 aluminum letter coil painted pms 424
letter locked to aluminum letter backs

5”

3/8” x 1 1/4” F- Trim painted pms 424

3



Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

N.T.S.

WALL

Detail of Sign Cabinet

1”x 1”x .125 Aluminum tube frame

Hinged Face: Routed ACM by Reynobond - Scottish Oakwood Grain

.150 White polycarbonate backer

1”x 2” Alum Tube w/ ¾” x ¾” Alum angle

Pop rivet attachment

Masonry fasteners used in top section of cabinets

.080 aluminum backs

Sides: ACM by Reynobond - Scottish Oakwood Grain

Lagbolts used in bottom section of cabinets

Building facade.

136” (11’-4”)

ITEM DECORATION

PARTS LIST:

A

B

C

D

FIRST SURFACE DECORATION

1

2

3

4

5

MATERIAL LIST

E

F

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RAZ0011

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT: DESIGN LOAD:

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 05/16/16 TL BS

INITIAL DRAWING

REVISION HISTORY:

RITEAID

A 10 OF 19

RITEAID
2’ X 11’ NL SF

ANCILLARY SIGN CABINET

.150 WHITE PLASTIC

ROUTED ACM BY RENOBOND

.125 ALUMINUM TUBE FRAME (1”x 1”)

SCOTTISH OAKWOOD GRAIN

WHITE

LED ILLUMINATION

REQUIRED INFO: METHOD OF SERVICE IS A HINGED FACE

10 7/16"
4 1/8"

117 "5”

NON-ILLUMINATED

2’-0”

4



Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

136” (11’-4”)

24
”

(2
’-0

”)

11
"

SCALE 1:32
22.67 SF

FRONT VIEW

93 1/2"

N.T.S.

WALL

Detail of Sign Cabinet

1”x 1”x .125 Aluminum tube frame

Hinged Face: Routed ACM by Reynobond - Scottish Oakwood Grain

.150 White polycarbonate backer

1”x 2” Alum Tube w/ ¾” x ¾” Alum angle

Pop rivet attachment

Masonry fasteners used in top section of cabinets

.080 aluminum backs

Sides: ACM by Reynobond - Scottish Oakwood Grain

Lagbolts used in bottom section of cabinets

Building facade.

REQUIRED INFO: METHOD OF SERVICE IS A HINGED FACE

5”

NON-ILLUMINATED

ITEM DECORATION

PARTS LIST:

A

B

C

D

FIRST SURFACE DECORATION

1

2

3

4

5

MATERIAL LIST

E

F

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RAZ0012

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT: DESIGN LOAD:

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 05/16/16 TL BS

INITIAL DRAWING

REVISION HISTORY:

RITEAID

A 11 OF 19

RITEAID
2’ X 11’ NL SF

ANCILLARY SIGN CABINET

.150 WHITE PLASTIC

ROUTED ACM BY RENOBOND

.125 ALUMINUM TUBE FRAME (1”x 1”)

SCOTTISH OAKWOOD GRAIN

WHITE

LED ILLUMINATION

5



APPROVAL SIGNATURE

By signing, you are validating the dimensions and graphic provided
to SignResource and/or you are handling your own installation.

ILLUMINATION VIEW

PYLON IS TO BE SHIPPED OUT AS 1 PIECE

PLATE DETAIL 1” THICK

12”

12"

8 1/2"

8 1/2"

PLATE DETAIL

METHOD OF SERVICE IS TBD BY ENGINEERING

112”

85”

86 1/2”

80
”

81”

18”18”

144”
(12'-0 ")

120V ELECTRICAL FEED

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

QUOTE:

SHEET #REV.

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

REVISION HISTORY:

RITE AID 12’-0”
DF LED IL BTP PYLON SIGN

A 12/10/15 TL BS

INITIAL DRAWING

RAP12-LED A

ENTERPRISE HOLDINGS

BRIAN S.

12 OF 19

MULTIPLE LOCATIONS

12/10/15

ITEM DECORATION

PARTS LIST:

A

B

C

D

1

2

3

4

5

MATERIAL LIST

E

F

POLES

LED ILLUMINATION

ALUMINUM

PAINT TO MATCH “OYSTER WHITE COOL”

ARLON 2500-2870 BLUE

ARLON 2500-2283 RED

WHITE

SCOTTISH OAK PANEL

DRIFTWOOD MICA COOL 20 PANEL

LED ILLUMINATION

54 "

106"

6



ITEM DECORATION

PARTS LIST:

A

B

C

D

1

2

3

4

5

MATERIAL LIST

E

F

Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RA0408CVR01

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT: DESIGN LOAD:

08/11/15

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 08/11/15 AH BS

INITIAL DRAWING

REVISION HISTORY:

RITEAID

A 13 OF 19

RITEAID
4’ x 8’ TEMPORARY SF NL

BANNER COVER W/GROMMETS

PANAGRAPHICS III

WHITE (OPAQUE)

COVERS MUST BE OPAQUE.

15"

8"

48"

96 "

11 3/4"

MATCH Sw6076 TURKISH COFFEE

ARLON 2500-2870 BLUE

ARLON 2500-2283 RED

32 SF
7



ITEM DECORATION

PARTS LIST:

D

1

2

3

4

5

MATERIAL LIST

E

F

Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RAV0032

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT: DESIGN LOAD:

REVISION HISTORY:

RITEAID

A 14 OF 19

RITEAID
10 3/16” X 188 ½” SF NL

CHANNEL LETTERS WITH ARROW

5”

Access to rear of facade to be by others.
Note: All penetrations to be sealed with
BIOSTOP 500+Intumescent Firestop
Sealant to meet NEC #300.21, ASTM
#E814, UL #1479 and UL #2079 standards.

LETTERS MATERIAL LIST

3

4

5

6

7

8

9

10

11

12

13

14

15

16

1 5” X .040 aluminum letter coil painted
letter locked to aluminum letter backs

1” Trim cap painted pms 424

.125 #2447 White plex faces

.063 pre-finished black/white aluminum backs (white to inside)

Pre-drilled electrical hole w/ plastic grommet.

1/4” Weep holes at low points of letters

1” x 2” x 1/8” Aluminum R ayacew

Masonry fasteners (Min. 3 per raceway)

Sheathing by others

Building facade.

2

WHITE

5” ALUMINUM RETURNS

FIRST SURFACE DECORATION

1/8” WHITE PLASTIC FACE

FRONT VIEW SIDE VIEW

188 ½”(15’-8 ½")

10 3/16“

B A

A

B

C

3 "

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 05/16/16 TL BS

INITIAL DRAWING

REQUIRED INFO: METHOD OF SERVICE IS REMOVAL OF FACE

NON-ILLUMINATED

PAINT TO MATCH PMS 424

pms 424

2
4
 "

120 "

COVERS PHARMACY LETTERS ONLY

TEMPORARY WHITE BANNER COVERS

COVERS MUST BE WHITE

PART #: RA0210CVR

8



ITEM DECORATION

PARTS LIST:

A

B

C

D

QTY: 1

1

2

3

4

5

MATERIAL LIST

E

F

Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RA0105LEX

QUOTE:

SHEET #REV.

216587

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

CORY M.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT:

MULTIPLE

DESIGN LOAD:

04/07/2015

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 04/07/15 AH CM

INITIAL DRAWING

REVISION HISTORY:

RITEAID

SCALE ½" : 1’-0”

A 15 OF 19

SCALE: 1 ½” = 1’-0”

RITEAID
1’ X 5’ SF NL

LEXAN PANEL SIGN

VINYL 3M 3630-59 DARK BROWN

VINYL COPY

7'-0 "

6'-3 15/16"

15 " 3 "

3.88 SQ. FT

.150 CLEAR LEXAN BACKER PANEL

ALIGN WITH RIGHT EDGE OF “PHARMACY”

CLEAR PLASTIC PANEL

FIRST SURFACE DECORATION

9



ITEM DECORATION

PARTS LIST:

C

D

1

2

3

4

5

MATERIAL LIST

E

F

Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RAV0033

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT:

MULTIPLE

DESIGN LOAD:

05/16/16

REVISION HISTORY:

RITEAID

A 16 OF 19

RITEAID 9 3/4” X 167” SF NL
CHANNEL LETTER SET

5” ALUMINUM RETURNS

1/8” WHITE PLASTIC FACES

WHITE

FRONT VIEW SIDE VIEW

9 3/4"

167” (13’-11”)

B

FIRST SURFACE DECORATION

3 "
A

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 05/16/16 TL BS

INITIAL DRAWING

B

5”

Access to rear of facade to be by others.
Note: All penetrations to be sealed with
BIOSTOP 500+Intumescent Firestop
Sealant to meet NEC #300.21, ASTM
#E814, UL #1479 and UL #2079 standards.

LETTERS MATERIAL LIST

3

4

5

6

7

8

9

10

11

12

13

14

15

16

1 5” X .040 aluminum letter coil painted
letter locked to aluminum letter backs

1” Trim cap painted pms 424

.125 #2447 White plex faces

.063 pre-finished black/white aluminum backs (white to inside)

Pre-drilled electrical hole w/ plastic grommet.

1/4” Weep holes at low points of letters

1” x 2” x 1/8” Aluminum R ayacew

Masonry fasteners (Min. 3 per raceway)

Sheathing by others

Building facade.

2

pms 424

A PAINT TO MATCH PMS 424

REQUIRED INFO: METHOD OF SERVICE IS REMOVAL OF FACE

NON-ILLUMINATED

2
4
 "

120 "

COVERS PHARMACY LETTERS ONLY

TEMPORARY WHITE BANNER COVERS

COVERS MUST BE WHITE

PART #: RA0210CVR

10



# RA0854APC10

# RA0827APPU # RA0827APDO

# RA0827APEO # RA1818SPEO

11

12 13

14 15
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6
 3

/8
"

26 7/8"

VINYL TO MATCH SW6076 TURKISH COFFEE
LOW TAC OPAQUE VINYL

NO COPY

TEMPORARY VINYL COVERS

QTY:
As Needed

Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RAV0035

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT: DESIGN LOAD:

05/10/16

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 05/10/16 TL BS

INITIAL DRAWING

REVISION HISTORY:

RITEAID

A 18 OF 19

RITEAID
16” x 36”DF NL

DIRECTIONAL SIGNS

36"

5
"

1
6
"

2½"

Panels

FRONT VIEW

SCALE:  1”=1’

SIDE VIEW

SCALE:  1”=1’

BACK VIEW

D/F DIRECTIONAL SIGN
NON-ILLUMINATED 4 SQ FT

ITEM DECORATION

PARTS LIST:

A

B

C

D

1

2

3

4

5

MATERIAL LIST

E

F

.080” ALUMINUM PANEL

VINYL  (TO MATCH ‘SW6076 TURKISH COFFEE’)

LOW-TAC OPAQUE VINYL

WHITE REFLECTIVE VINYL 3M480-10

.080 flat aluminum panels

Copy
White Reflective vinyl copy

PAINTED Sw6076 TURKISH COFFEE

WHITE REFLECTIVE VINYL 3M480-10

Posts

PAINTED Sw6076 TURKISH COFFEE

3’-0 “

2 1/2" 2 1/2"2 1/2"

SCALE 1:12
4 SF

48 “

16



6
 3

/8
"

26 7/8"

VINYL TO MATCH SW6076 TURKISH COFFEE
LOW TAC OPAQUE VINYL

NO COPY

TEMPORARY VINYL COVERS

QTY:
As Needed

Please Note: Weights and Measures requirements vary by State, County and Municipality. It is the responsibility of the customer to confirm that these graphics are compliant with all local Regulations, Statues and Ordinances.
Compliancy must be confirmed by the party obtaining the permit. SignResource is not liable for misinterpretation of local Weights and Measures requirements or any rule changes that may occur after the order has been placed.

If permitting and installation is provided by SignResource, we will make every effort to confirm the signage provided is compliant at the time of installation.
By signing, you are validating the dimensions and graphic provided

to SignResource and/or you are handling your own installation.

APPROVAL SIGNATURE DATE

36"

1
6
"

2½"

Panels

FRONT VIEW

SCALE:  1”=1’

SIDE VIEW

SCALE:  1”=1’

BACK VIEW

D/F DIRECTIONAL SIGN
NON-ILLUMINATED 4 SQ FT

.080 flat aluminum panels

Copy
White Reflective vinyl copy

PAINTED Sw6076 TURKISH COFFEE

WHITE REFLECTIVE VINYL 3M480-10

Posts

PAINTED Sw6076 TURKISH COFFEE

3’-0 “

2 1/2" 2 1/2"2 1/2"

This document reflects trade secrets and confidential business information, and may not be copied, published, or
disseminated in any manner without the prior express written approval of SignResource. All rights reserved,
including patent, trademark and copyrights.

DRAWING/PART #

RAV0034

QUOTE:

SHEET #REV.

VOLTAGE: CURRENT:

DRAWN BY: CHECKED BY:

DESCRIPTION

LOCATION:

BRIAN S.
CLIENT:

1.TOLERANCE ( UNLESS NOTED)
•GRAPHICS +/-1/8” • FACE SIZE + 1/16”-¼”
•CABINET +/- 1/8” • VINYL OVERLAP + 1/8”+/ 1/16”
•ALL COPY LEVEL UNLESS NOTED OTHERWISE

2. VIEWING DISTANCE 25’ TO 50’ UNLESS NOTED OTHERWISE
3. PMS COLOR CALLOUT INDICATES USE OF SPRAYLAT MIX SYSTEM
4. NO DEVIATION OR MATERIAL SUBSTITUTION WITHOUT ECN.
5. ALL ELECTRICAL SIGNS TO COMPLY WITH UL 48

GENERAL NOTES

DATE:

CIRCUIT: DESIGN LOAD:

05/10/16

REV DATE

REVISION DESCRIPTION

UPDATED BYREQUESTED BY

A 05/10/16 TL BS

INITIAL DRAWING

REVISION HISTORY:

RITEAID

A 19 OF 19

RITEAID
16” x 36”DF NL

DIRECTIONAL SIGNS

ITEM DECORATION

PARTS LIST:

A

B

C

D

1

2

3

4

5

MATERIAL LIST

E

F

.080” ALUMINUM PANEL

VINYL  (TO MATCH ‘SW6076 TURKISH COFFEE’)

LOW-TAC OPAQUE VINYL

WHITE REFLECTIVE VINYL 3M480-10

SCALE 1:12
4 SF

48 “

17


	Sign Area Variance Application 06.13.16
	Signage Package Submitted 06.13.16



